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STEP 1 - INTEL/AMD STEP 2 - INTEL/AMD STEP 3 - INTEL/20XX

STEP 7 - WiringSTEP 6 - AMD

1.Motherboard fan 3pin

Hub
2.Connect to the 5v/3pin
   ARGB socket

3.Connect to the 3pin
   pump connector to
   the fan 3pin socket

5.Connect to Motherboard
   PWM fan 4pin

4.Connect to reset cable 
   to change the reset
   button becomes LED
   control button

SATA to Power

please peel off

label before you useit
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Part List

STEP 4 - INTEL 115X

B

C

PWM Connector

          x1

PWM
PWM

PWM/FG

AMD Fastener
           x2

Intel Clip
           x2

Fastener Screws
           x4

AMD Bracket
           x2

AMD Mounting 
Screws

                   x2

Radiator Screws
          x12

FAN Screws
          x12

Radiator FAN 
         x3

Radiator Screws
          x8

FAN Screws
          x8

Radiator FAN 
         x2

Radiator Screws
          x4

FAN Screws
          x4

Radiator FAN 
         x1

Thermal Grease 
          x1

Intel 115x 
Standoff Screws

              x4

Intel 20xx 
Standoff Screws

              x4

Intel Bracket
                     x1

Intel 1700 
Standoff  Screws

x4

 Rubber Washer
    x4

Intel Mounting 
Screws

                   x4

STEP 5 - INTEL 1700

(only for 240/360mm cooler)


